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Translation  No.  Author,  Title,  and  Source 

(a)  Translations  completed  and  distributed 

550  RACKWITZ,  G.  Influence  of  chip  dimensions  on 

some  properties  of  wood  particle  board.  Holz  als 
Roh-  und  Werkstoff  21(6):  200-209,  June  1963. 
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83,  1963. 
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and  unfrozen  logs . Norsk  Skogindustri  17(8):  283- 
289,  August  1963. 

567  ZELAWSKI,  W.,  and  WODZICKI,  J.  Annual  ring 

differentiation  of  spruce  seedlings  in  connection 
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Polonica  I960,  Sheet  2,  Series  A,  113-121. 
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of  high-frequency  drying.  Holz-Zentralblatt  89(54): 
111-112,  1963. 
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glue  mix.  Derev.  Prom.  12(2):  13-15,  1963. 
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(b)  Translations  being  reproduced 

NEWMAN,  J.  A.  S.  Influence  of  the  paper  machine 
on  the  dimensional  stability  of  paper.  Das  Papier 
17(10):  491-496,  October  1963. 
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(c)  Translations  scheduled 

KEHR,  E.,  MACHT,  K.  H.  , and  RIEHL,  G.  On 
the  chip-bonding  process  in  particle  board  manu- 
facture. Holztechnologie  5(1):  17-26,  1964. 

WNUK,  M.  Variations  in  pressure  in  chipboard 
specimens  prepressed  and  then  rigidly  clamped, 
by  comparison  with  pine  sapwood.  Holztechnologie 
5(2):  88-93,  1964. 
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board  industry.  Holztechnologie  5(2):  115-120,  1964. 
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The  influence  of  chip  dimensions  on  the  consumption 
of  glue  and  the  quality  of  particle  board.  Industria 
Lemnului  17(4):  133-137,  1964. 

614  JUKNA,  A.  D.,  BANKIERIS,  Ja.  T.  , and 

ZIEDINS,  I.  O.  The  flow  of  the  particle-glue  mix- 
ture during  the  pressing  of  profiled  parts  from 
comminuted  wood.  Trud.  Inst.  Lesohoz.  Probl.  , 
Riga  No.  26:37-41,  1963. 
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